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JZC4(CA2) series AC intermediate relay is used in the controlled circuit of AC 50Hz of 60Hz,voltage up
to 660V, and can be used for center—enlarging isolation of passing to the related controlled element.

RS R HE XType And Meaning
JZC 4-0 O O
JzC4-22 L Sk # 8 Number of the NC contacts
ik #8 Number of the NO contacls
ERRER!, KFRKHE Emeans type E,K means type k.
%S Design No.
e A% A E] 4% B 32t -2 Contactor type AC intermidate relay's code
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The products use forced friction structure with the function of self-cleaning contact. Add auxilary contact

group and air time—delay head at the top to form time—delay relay (except type E and type K). The series can
use nails and card-rail of standard 35 mm to install.

FEHR RS HMain Technical Parameter

i ltoms &SType JZC4-40 JZC4-31 JZC4-22
JZC4-31 FUEL % B EV Rated insulating voltage 660

HNERRBRA Conventional thermal alrrent 10

#iE TYE® A Rated working current 6

B %E 4 (°R) Electrical life—span (time) 1007

M FE A (CK) Mechanical life—span (time) 100077

BT E R EINC/NO Shifing time 1.5ms

R RIEHR The highest operating frequency 2/S

IME R e %% R ~F Outline & Mounting Size
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JZC4-40 JZC4—KEIS BRCIX2—KR IR ERAROOSNE R R T

JZCA—ZR S RCIX—Z R I ERBR IR M AR0INEI R R

Type JZC4-E can consult series CJX2-EAC contactor 09's outline installing dimension

Type JZC4-K can consult series CJX2—-E AC contactor 09's outline installing dimension

Type JZC4-Z can consult series CJX2-E DC operating contactor 09's outline installing dimension
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